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Inside is all the 
information to get your 

community playground started with us!



Product Specifications 
The materials we use to manufacture our 

playground and sports equipment.

Design options
The various color options of our materials 

to customize the needs of your design.

Installation Methods
Information and methods to install 

your playground from do-it-yourself, 
community or professional installation.

Maintenance
Inspection and maintenance tips to keep your 
playground safe, fun and up to CAN/CSA-Z614 

standards  for years to come.

kangoroo warranties
Warranties, terms and conditions 

on our all playground and sports equipment.



Rotational-Molded Canadian Plastics

HDPE Plastics

Steel Decking

Our durable, perforated and re�ex 
coated steel decking has surpassed the 
CSA standards testing of 3500 pounds 
creating extra strength to all our 
playground structures. To maximize 
safe play, we take an extra step in 
covering all decks with a re�ex coating 
that creates a non-skid surface. 

HDPE is high density 
polyethylene plastic and is 
used for various playground 
panels and components. All 
our HDPE panels are UV 
stabilized and come a 

wide selection of single or two-color panels. Panels can be 
engraved to any design imaginable to the client, creating 
hours of stimulating play. 

Manufactured in Canada’s backyard, roto-molded plastics is 
a process creating molded components (like a slide) out of 
plastic pellets to produce a hollow, one-piece part. This 
process makes the plastic components UV stabilized and 
free from harmful metals such as lead. These pieces are 
stress-free and have a wall thickness ranging from 1/4 to 3/8 
inch.  Kan-Go-Roo Playgrounds has partnered with a 
leading Canadian plastics manufacture to o�er a wide 
range of colors to match our clients design needs and 
wants, while supporting local business and its families. 
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Materials used in 
manufacturing our 

high-quality 
playground and 

sports equipment.
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Galvanized  Steel Posts &  components
a

n

d

Direct Bolt Attachment

TGIC Free Polyester Powder Coating
 

Kan-Go-Roo Playgrounds uses Allied Flo-Coat 
galvanized steel tubing for all its playground components and posts. 

This galvanized steel tubing is superior to traditional galvanized steel 
because the Allied Flo-Coat system uses a 99.9% zinc coating to 

prevent corrosion, unlike other steel where the galvanization process 
leaves traces of harmful lead. Kan-Go-Roo Playgrounds steel railing 

components and posts are tested for superior strength and durability; 
exceeding the CSA standard testing of 450 pounds. 

 Polyester powder coating is a fantastic painting method that 
creates a tough, durable and beautiful �nish.  Kan-Go-Roo 

Playgrounds has gone a step above by choosing a non-TGIC 
polyester powder. This gives all the same bene�ts of a TGIC 
powder without exposing our clients and their playground 

visitors to harmful metals such as lead.  A huge advantage of 
polyester powder coating is the enormous choice of colors, gloss 

levels and special e�ects they’re available in. It’s almost limitless! 
Polyesters have solid all-around properties and are our �rst 

choice for painting our playground components.

Kan-Go-Roo Playgrounds uses a direct bolt system for all its 
structures and makes playground installation easier and 

faster for our clients.  All inserts are pre-drilled, which 
eliminates wasted steps such as measuring, clamp and 

positioning. This system also allows for structure expansion 
making this ideal in any extreme weather conditions.

Nylon Steel Core Cables  
Nylon steel core cables is used in most climbing 

components and is tested strength over 1000 pounds, 
with durable aluminum components.

KANGOROO.COM



ROTATIONAL-MOLDED PLASTICS
FOR ALL SLIDES, ROOFS AND TUNNELS

POWDER COATING
FOR ALL POSTS AND METAL COMPONENTS

     White                         Tan                         Green                 Burgundy                 Brown                      Black

       Blue                       Yellow                   Orange                       Red                     Dark Red

     Fushia              Sa�ron Gold         Capri Blue             Lavender                   Cyan               Spring Green

HDPE PLASTICS

Solid Plastic Color Options

 

                                     Red            Yellow           Blue            Green             Tan            Brown         Orange       Purple          Grey

                              Red                   Blue                Green 
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Design

options

The various color 
options of our 

materials 
to customize the 

needs of your 
playground design.

 holland               yellow               orange                woods               fushia             burgundy               red
  yellow                                                                               orange

    arizona                cyan                    blue                     cobalt                  pale                      tan                   brown
 turquoise                                                                              blue                     grey

   purple                gecko                 spring                   teal                   green                kentucky      
                                  green                  green                                                                                 green

Sprial Slide Options
 yellow               red                green                blue                 tan
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ROTATIONAL-MOLDED PLASTICS
FOR ALL SLIDES, ROOFS AND TUNNELS

HDPE PLASTICS

2 Tone Plastic Color Options

Solid Plastic Color Options

 

                                     Red            Yellow           Blue            Green             Tan            Brown         Orange       Purple          Grey

Nylon

cables

Recycled

plastic

                              Red                   Blue                Green 

 
  Walnut           Red Cedar               Sand    

    Black                    Grey                   Green    

 yellow               red                green                blue                 tan
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installation methods

Here are three primary methods to install a Kangoroo playground 
or our sports equipment. These installation services ensure that 
the playground conforms to our installation instructions and to 

the National Standard of Canada CAN/CSA-Z614 guidelines.

Professional Contractors
Professional who can do 100% of the work!

Look for a contractor who has a CSA Inspector on staff.

Supervised Install and Community Build
We can help you find a professional playground installer with 
CSA certification to supervise you and your selected community 

members as you assemble your new playground.

Do-it-yourself Install
You and a group of community members can reduce installation 
cost and install the equipment yourself. We provide step by step 
instructions complying with CAN/CSA-Z614 Standards. If there 
is a question or concern during the installation process, contact 
us during business hours and a qualified CSA inspector will help 

trouble shoot the issue.

Free standinG Installation
 

Free standing installation is the process of installing the 
playground structure on a steel stringer sled system. 
This is used to reduce time and cost of installation and is 
a great idea for community builds and do-it-yourself 
installs. This method is also great to avoid problems with 

rocky locations or underground wiring. 

Concrete Installation
  

This method is the process of 
setting the playground structure 
into a permanent place using 
sonotubes and concrete. This 
process eliminates any structure 
movement but does take a longer to 
install.  Some structures can only 
use the concrete installation 
method: such as swings, spring 
toys, and most Kan-FIT structures.

helpful hint when installing your playground equipment

✾ Good drainage is mandatory for any play space.
✾ Dimensions of ground depth is dependent on fall height outlined 
in CAN/CSA-Z614 standards and may be greater than 12” as shown.
✾ Pour protective surfacing only at the very end of installation.
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Installation

Information 
involved with 

playground and 
sport equipment 

installation.

Post Installation
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Site Preparation

REcommended 

tools
Protective 

Surfacing
Wrenches

3/16  ✾  5/8  ✾  11/16  ✾  1/2  ✾  3/4
 

Allen Keys
5/16  ✾  3/16  ✾  7/32  ✾  1/2  ✾  3/4

 

Ratchet with Socket
1/2  ✾  9/16

 

Drill and Drill Bit
(designed for steel)

1/4  ✾  3/8  ✾  17/32  ✾  1/2  ✾  3/4
 

W00d 2x4

30M Measuring Tape

Shovels and rakes

wheel barrel

Flagging Tape and barricades

Backhoe - excavation
 

Special Items need for Concrete Installation:
Auger with 12” bit; Sonotube and Concrete

Loose-fill material
Wood Chips - Pea Stone - Playground Sand

  

This protective surface option is easy to install and is 
highly recommended when considering a community 
build. Loose fill material also has the least expensive 
upfront costs, but needs to be checked and 
maintenance every year just like the play equipment!

SOFSurface - rubber Tiles
Rubber tile surfacing requires little maintenance; are 
easily replaced when damaged; and come in a variety 
of color options. Rubber tiles are mainly used for 

wheelchair access paths and high wear areas 
because of cost considerations.

Synthetic Grass
Synthetic grass gives a natural appearance and 
texture; it is just like playing in grass! This surfacing 
option is available in a variety of color and densities.

In-ground Preparation

SURFACE Preparation

Commercial Timber Edge
72” x 12” 5 1/2”

Timber edges are anchored with 
timber pegs covered with powder 
coating and measuring 30” long.

Site Preparation is the part of installation 
where the ground is cleared and prepped for 

the playground equipment to be installed. 

This method of site preparation is where the 
playground protective surfacing is set flush to the 
ground. The ground must be excavated at least 12” 
down or the fall height of equipment outlined in 
CAN/CSA-Z614 standards. No site border is required.

This method of site preparation is where the 
playground protective surfacing is set on top of the 
surface. A site border, or Timber Edges is required.

CONTACT@KANGOROO.COM
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maintenance

Inspection and 
maintenance tips 

to keep your 
playground fun 
and safe after 
installation.

Playground equipment, protective surfacing, and other 
site-development are significant investments for your 
community. Proper inspections and maintenance help to keep 
your playground and surrounding environment up to 
CAN/CSA-Z614 standards, while prolonging the life of your 
equipment for years to come.

If you detect safety hazards during your inspection, repair 
and replace the equipment as quickly as possible to reduce the 
possibility of any visitor injury.

 

Properly maintained playground areas and equipment help 
reduce the risk of visitor injuries. Playgrounds are very 
important for children’s physical and mental development, 
if surrounding site or equipment is damaged or unusable; 
children will miss out on opportunities to play freely.
 
Playground maintenance is an integral part of getting the 
most time, fun and usage out of your play space. The 
frequency of a thorough inspection will depend on the type 
of equipment, the amount of use, and the local climate. 
Generally, all equipment shall be inspected frequently for 
any potential hazards. 
 
Creating and maintaining a safe environment will enable 
visitors of all ages to learn, socialize, explore and 
ultimately grow for years to come.

Equipment Inspection
✾ Broken or missing equipment
✾ Unsecure anchors, barriers, & panels
✾ Loose or missing bolts and/or clamps
✾ Heavily worn moving parts
✾ Cracked and/or broken plastic parts
✾ Rusted, worn, or corroded metals

Why maintenance is important

Site Inspection
✾ Broken glass, trash and other debris
✾ Problems with protective surfacing
✾ Vandalized, broken and defaced  
    property
✾ Insect damage or infestation
✾ Tripping hazards

What to Look FOr during Inspection

Protect your Investment

StructurE
Maintenance cHECKLIST

Maintenance costs should be budgeted yearly, 
as it is the park owner’s responsibility to keep 
the park up to CAN/CSA-Z614 standards. High 
tra�c playgrounds will require a frequent and 
detailed maintenance plan and should allow 

for those budget increases.

All nuts and bolts; or clamps and 
fittings are secure.

Also, they are not broken, cracked 
or have any sharp edges.

No exposed components that
scrape, pinch, crush or entrap.

All moving parts are well lubricated 
and not excessively worn.

Welds are intact and free of cracks.
No distressed, broken, missing, 

rusted or corroded equipment parts.
All components are securely 

fastened and have no movement.
Metal parts show no visible cracks, 

warping, breakage or holes.
No scratched, chipped or 

peeling paint.
No exposed cables, mechanisms, 

junctions or moving parts.
Decks and bridges are secure.
No signs of slipping, loose or 

missing rungs on 
ladders and climbers.

Plastics are not damaged, 
cut or curled.

No missing or broken protective 
caps on posts.

Structure anchoring system is 
stable and free from damage.

Other:__________________________

Other:__________________________

YES     NO

YES     NO 

YES     NO 

YES     NO
YES     NO

YES     NO

YES     NO

YES     NO

YES     NO

YES     NO
YES     NO

YES     NO

YES     NO

YES     NO

YES     NO

YES     NO

YES     NO

Protective Surfacing CHeckList

Swing Maintenance Checklist

Slide maintenance checklist

StructurE
Maintenance cHECKLIST

Chains are not bent, worn or 
have open links; pinch points; 

rust or rough edges.
All fastening points and 

connectors are secure.
No visible signs of wear on swing 

chains.
Seats are not worn, have sharp 
edges or points and are secure.

Rubber sleeve of tire and tire 
swing are not excessively worn.

No missing fill or depressions 
around equipment.

Loose fill surfacing is not 
scattered or contaminated.

Loose fill surfacing is the 
required fall height.

Loose fill is free from foreign 
objects or debris.

Synthetic surfaces are not 
excessively worn or damaged.

Synthetic surfaces are clean and 
sanitary. 

Border around playground site 
is in good condition.

Border is not loose or missing 
anchoring hardware.

Play area free from drainage 
any issues.

YES     NO

YES     NO 

YES     NO 

YES     NO

YES     NO

YES     NO

YES     NO 

YES     NO 

YES     NO 

YES     NO

YES     NO

YES     NO

YES     NO

YES     NO

All bolts and or clamps are 
secure and are not missing.

No broken, missing, rusted or 
corroded equipment parts.

All fastening points and 
connectors are secure.

Plastic is not cut or curled.

YES     NO

YES     NO 

YES     NO 
YES     NO



Kangoroo Playgrounds Warranties

25 Year* Limited Warranty
 

Limited warranty on all Kan-Kids, Kan-Play, Kan-Todd, Kan-Roll, Kan-Theme, Kan-Up bolt-through 
fastening system, 3.5” & 5” support posts and steel components such as climbers, rails, loops, and 
rungs against structural failure due to corrosion or deterioration caused by defects in materials and 

workmanship.

15 Year* Limited Reflex Coating Warranty
 

Limited warranty on all Kan-Kids, Kan-Play, Kan-Todd, Kan-Roll, Kan-Theme, Kan-Up reflex coated 
perforated steel decks and components against structural failure due to corrosion or deterioration 

caused by defects in materials and workmanship.

10 Year* Limited Roto-molded Plastics Warranty
 

Limited warranty on roto-molded plastics such as slides, hoods, climbers against structural failure due 
to corrosion or deterioration caused by defects in materials and workmanship.

5 Year* Limited Cables Warranty
 

Limited warranty on nylon steel core cables and aluminum attachments against structural failure due to 
corrosion or deterioration caused by defects in materials and workmanship.

5 Year* Limited HDPE Plastics Warranty
 

Limited warranty on HDPE panels, components and accessories against structural failure due to 
corrosion or deterioration caused by defects in materials and workmanship.

3 Year* Limited Moving Components Warranty
 

Limited warranty on all moving components such as spinners, gliders, rotators against structural failure 
due to corrosion or deterioration caused by defects in materials and workmanship.

Items Not Covered in the Warranty
 
Product or equipment that is not installed in conformity with the layout plan and/or installation instructions provided by Kan-Go-Roo 
Playgrounds; product or equipment that has not been maintained and inspected in accordance with Kan-Go-Roo Playgrounds instructions; 
product or equipment that has been subjected to misuse, negligence or accident; product or equipment that has been subject to addition, 
modification, alteration, repair, or part substitution by persons other than Kan-Go-Roo Playgrounds or Kan-Go-Roo Playground designees. 
Labour or damages resulting from vandalism, abnormal use, incorrect installation, and lack of routine maintenance are not covered by the 
above warranties.  These warranties do not include any or all of the following cosmetic issues: scratches, dents, marring, fading of colours, 
discolouration, normal wear and tear and natural fading.

All warranties are exclusive and in lieu of all warranties, whether expressed or implied, including, but not limited to any warranty of 
merchantability or fitness for a particular purpose.

Further, no representation, oral or written, of any representative of Kan-Go-Roo Playgrounds may be substituted for the above described limited 
warranties. To the extent permitted by law, Kan-Go-Roo Playgrounds shall not be liable for direct, indirect, special, incidental, or consequential 
damages which are expressed excluded from any warranties.

Any freight cost associated with the warranty claim, any costs for dismantling the defective part in order to replace it, and any installation cost 
associated with the replacement part(s) are not considered part of this warranty and will not be paid by Kan-Go-Roo Playgrounds This warranty 
excludes liability other than that expressed stated, including but not limited to any incidental or consequential damages.


